LOCATE FRAME AND
COVER OVER LEDGE

LEDGE BELOW LADDER
SHALL BE AT LEAST
12" IN WIDTH

8" MIN. BETWEEN
KNOCKOUTS

NOTES:

1. All pecast manhole sections shall conform to the
requirements of ASTM C 478.

2. All poured in place concrete shall have a 28 day
strength of 3000 psi, and slump of 2-inches to
4-inches.

3. Alljoints shall be sealed with preformed gaskets STANDARD FRAME AND COVER
such as Kent-Seal No. 2, Ram-Neck, or an MAXIMUM 24" FROM OR WATERTIGHT FRAME AND
: — TOP OF FIRST STEP COVER SEE CWS STD. DRAWING
approved equal conforming to federal specfication TO TOP OF CASTING NO. 110-SA/ST OR NO. 120
33'30021 0. _ _ SET FRAME IN NON-SHRINK
4. All pipe connections to manhole shall be watertight. GROUT
5. *Pipe connections of 24-inches or greater shall ,.__1 I
H i b o\ |
regwre a mar\hole and channel detalll. ' SN N P RISER RINGS (2" 4" OR 6")
6. Pipe connections of four or more mainlines shall . MAXIMUM 8" - SEE NOTE 10
require a manhole connection and channel detail. ) SETIN NON-SHRINK GROUT
7. Provide a minimum of 8-inches of intact a|l12 STANDARD ECCENTRIC
: . : 36" CONE
(undisturbed) manhole wall between pipe ~0
breakouts as measured on the inside face of the I~ &
manhole. ST 0 g
8. Breakqut of wall fgr pipe shall be ?-lnches minimum 1 S MANHOLE SECTION
and 4-inches maximum clear of pipe wall. < |7 maNHOLE sTEPS | (VARIABLE 1'-4')
9. Watertight / tamper proof manhole frame and cover 2 SEE CWS STD.
: 2 |77 Y DRAWING NO. 100 |'s
shall be used in all easement and off street areas. z | o
10*No more than eight (8) inches of riser rings shall be f) =0 —»":é<—5" MINIMUM
used. © . 48" <
11*Minimum fall between inlet and outlet to be not less B MIN -
than 0.10 feet. < v
12XThe City reserves the right to deviate from this < v ;
drawing and related requirements in the - 2 2" MIN. FROM
Engineering Design Manual as dictated b -+| MINIMUM 12" LEDGE |’ TOP OF PIPE
9 g 9 y #| (ONE REQUIRED) | TO MANHOLE
project design parameters, and as approved by the ==y 1"/FT. SLOPE TYP. |[." SECTION
City Engineer. N SIPE v
TS - 0.0] e
* INDICATES MODIFICATIONS FROM CWS b | () \ !
/—’ /_A;'".:.-~.:‘.-'~5"".' :::: s . q .. —
8" MINIMUM ; : . | CHANNELTO 3/4
CONCRETE 1 —|  VERTICAL HEIGHT
12" MINIMUM OF 3/4"-0 COMPACTED ! OF PIPE
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STANDARD MANHOLE
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